
Temporary Installations

MULTILIFT P22

 Pre-installed, compact unit  Pre-installed, compact unit  Pre-installed, compact unit 

 Patented fl at cable system  Patented fl at cable system  Patented fl at cable system 

 Low access height - 450 mm  Low access height - 450 mm  Low access height - 450 mm 

 Extremely fast assembly times  Extremely fast assembly times  Extremely fast assembly times 

 Conform to the European Machinery Directive  Conform to the European Machinery Directive  Conform to the European Machinery Directive 

Changes / Errors excepted



Temporary Installations

MULTILIFT P22

Changes / Errors excepted

Load capacity 2000 kg/22 persons
Platform size 3.20 x 1.40 x  2.10 m
Lifting speed 0-54 m/min
Lifting height 200 m
Power supply 30 kW/380-480 V/50-60 Hz/63 A

TECHNICAL DATA
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Changes / Errors excepted

Your dealer:

GEDA-Dechentreiter
GmbH & Co.KG

Mertinger Straße 60
86663 Asbach-Bäumenheim
Phone +49 (0) 906 9809-0
Fax +49 (0) 906 9809-50
info@geda.de
www.geda.de
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2.30 m without sliding door on the C-Side
2.50 m with sliding door on the C-Side


